20030217.ba v03_n450.bam.20030217 


>From ???@??? Mon Feb 17 17:16:00 2003 -0600 

Message-Id: <200302172315.h1HNFS4B023544@sco.theporch. com> 
Date: Mon, 17 Feb 2003 17:15:40 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3450 


BOATANCHORS Digest 3450 
Topics covered in this issue include: 


1) Re: What next? / Easy way to vacuum tube audio sound 
by "Chris Bowne" <radiobwn@riconnect.com> 
2) Re: OS-8/E scope question. 
by WA5CAB@cs.com 
3) Re: SP-600 variations 
by "Ed White" <wa3bzt@wserv.com> 
4) Re: What next? / Easy way to vacuum tube audio sound 
by cswiger <cswiger@widomaker.com> 
5) Re: What next? / Easy way to vacuum tube audio sound 
by "russ dworakowski" <wb3fau@hotmail.com> 
6) Re: What next? / Easy way to vacuum tube audio sound 
by "Arden Allen" <gumbear@pacbell.net> 
7) Re: [Collins] K4NV(W2VCZ) SK 
by "David L. Thompson" <thompson@mindspring.com> 
8) A simple filament supply for 1.4 volt tubes 
by Ned Ely <adcinfo@ghg.net> 
9) What next? / Easy way to vacuum tube audio sound 
by "Tom Bridgers" <tarheel6@msn.com> 
10) Hallicrafters Crystal Filter question 
by "Tom Bridgers" <tarheel6@msn.com> 
11) Re: What next? Keys to the oar locks = yes. 
by John Dilks - K2TQN <oldradio@worldnet.att.net> 
12) Yet Another Mystery Radio 
by Al Klase <skywaves@bw.webex.net> 
13) Re: Yet Another Mystery Radio 
by David Hollander <n7rk@cox.net> 
14) Re: What next? / Easy way to vacuum tube audio sound 
by "russ dworakowski" <wb3fau@hotmail .com> 
15) Re: What next? / Easy way to vacuum tube audio sound 
by "russ dworakowski" <wb3fau@hotmail .com> 
16) Help please-part needed 
by Leslie Zwiebel <wb6orz@pacbell.net> 
17) Re: Hallicrafters Crystal Filter question 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
18) Re: Yet Another Mystery Radio 


by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
19) Update Re: A simple filament supply for 1.4 volt tubes 
by Ned Ely <adcinfo@ghg.net> 
20) Re: Yet Another Mystery Radio 
by Al Klase <skywaves@bw.webex.net> 
21) Re: What next? / Easy way to vacuum tube audio sound 
by jackiv@juno.com 
22) Fw: What next? / Easy way to vacuum tube audio sound 
by "Chris Bowne" <radiobwn@riconnect.com> 
23) R-100 URL - Holy Cow! 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
24) Manual copies needed 
by James Reid <jreid@ci.santa-maria.ca.us> 


Message-ID: <0Q02601c2d4£4$1c452f00$4444fea9@y2m1k2> 
From: "Chris Bowne" <radiobwn@riconnect.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <boatanchors@theporch.com> 
Subject: Re: What next? / Easy way to vacuum tube audio sound 
Date: Sat, 15 Feb 2003 08:14:00 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


You guys need to grease your relative bearings. 


Insn't that a prerequisite for a rendezvous with the Mail Buoy? 


From: WA5CAB@cs.com 

Message-ID: <5b.35b7£952.2b7fa49d@cs.com> 
Date: Sat, 15 Feb 2003 09:11:41 EST 

Subject: Re: OS-8/E scope question. 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_5b.35b7£952.2b7£a49d_boundary" 


--part1_5b.35b7£952.2b7fa49d_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Richard, 


>From NAVSHIPS 92251 Change 2: 


R-111 500 ohms 1/2 watt Allen Bradley JAN type RV3ATRD501B 


> 

> This little toy works fine except the VERTICAL POSITION pot is 

> toast. I think the resistance element is cracked. Can someone with a 
> manual tell me what the specs are on this pot. Thanks! 

> 


73 

Robert Downs 
Houston 
<wa5cab@cs.com> 


--part1_5b.35b7£952.2b7fa49d_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KR KK KKK KK KK KK KKK KKK KK KKK KKK 


* 
* 
* 
* 


+ + FF FF OF 


--part1_5b.35b7£952.2b7f£a49d_boundary -- 


Message-ID: <003801c2d504$09f££58b0$74bc69ce@EWHITE> 
From: "Ed White" <wa3bzt@wserv.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: SP-600 variations 
Date: Sat, 15 Feb 2003 10:08:02 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


If you remove the screws you will see that it is just a small loop coil from 
the center of the BNC to ground of the BNC, I also would like to know what 
it was used for 

Ed 

WA3BZT 


mote Original Message ----- 
From: "Richard Humphrey" <n6énae@ix.netcom.com> 
To: "Old Tube Radios" <boatanchors@theporch.com> 


Sent: Saturday, February 15, 2003 1:27 AM 
Subject: SP-600 variations 


Hi: 


I acquired an SP-600 JX-26 with an R-274C/FRR tag on the 
front. Works fine. Even came with a manual. Some days are 
good. 


There is an extra connector on top, a BNC on a bracket 

next to the stock balanced antenna input. No mention in the book. It 
definitely looks factory original. It ohms out to be a low resistance to 
ground so I thought it might be a second RF input. Doesn't seem to be too 
sensitive on just a short length of wire though. 


Any ideas on what this BNC is for? 


--- Richard Humphrey 


--- n6nae@ix.netcom.com 


--- EarthLink: It's your Internet. 


VV VV V VV VV VV VV VV VV VV VV VV VV VV VV 


Date: Sat, 15 Feb 2003 10:35:39 -0500 (EST) 

From: cswiger <cswiger@widomaker.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: What next? / Easy way to vacuum tube audio sound 
Message-ID: <20030215103222 .K7453-100000@wilma.widomaker. com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Fri, 14 Feb 2003, Arden Allen wrote: 
> You guys need to grease your relative bearings. 


> 
> 


Tube socks. Still readily available and inexpensive at k-mart. 
Prevents plate chill. 


--Chuck 


From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: What next? / Easy way to vacuum tube audio sound 
Date: Sat, 15 Feb 2003 16:24:45 -0500 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <F12KeqA1UzccrYFtilU50000affO@hotmail . com> 


You got any cures/ preventatives for grid lock? 


>From: cswiger <cswiger@widomaker.com> 

>Reply-To: cswiger@widomaker.com 

>To: Old Tube Radios <boatanchors@theporch.com> 

>Subject: Re: What next? / Easy way to vacuum tube audio sound 
>Date: Sat, 15 Feb 2003 10:35:39 -0500 (EST) 


> 
>On Fri, 14 Feb 2003, Arden Allen wrote: 

> 

> > You guys need to grease your relative bearings. 
>> 

>> 

> 


>Tube socks. Still readily available and inexpensive at k-mart. 
>Prevents plate chill. 

> 

>--Chuck 


Protect your PC - get McAfee.com VirusScan Online 
http: //clinic.mcafee.com/clinic/ibuy/campaign.asp?cid=3963 


Message-ID: <003801c2d560$2f£d95cO$dae47443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Re: What next? / Easy way to vacuum tube audio sound 
Date: Sat, 15 Feb 2003 18:06:49 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


Grid lock is what you use to keep your bias fixed. 


Arden Allen 

KB6NAX 

Vallejo, CA 
gumbear@pacbell.net 


Message-ID: <0Q05201c2d57b$6b06d9e0$738956d1@default> 
From: "David L. Thompson" <thompson@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: [Collins] K4NV(W2VCZ) SK 

Date: Sun, 16 Feb 2003 00:22:35 -0500 


I see in the new March 2003 QST that Bob Stankus, K4NV (ex W2VCZ) has passed 
away. Bob retired to Englewood, Florida but moved to Jacksonville several 
years ago to be near family. He was a contest operator of note in the 
1950's and early 60s at both W2VCZ and the mega station 

K2HLB. Bob is best known to Collins and Boatanchor fans for his articles 
and modifications of the 75A4. Bob worked around and with such Long Island 
and New york firms as Eldico, Cosmos, and Link. Bob was still working 3 
years ago although he had reduced his hours. He also kept a high serial 
number 75A4. 


73 Dave K4I3RB 


Message-ID: <3E4F3FA4.2FA2648FQ@ghg.net> 

Date: Sun, 16 Feb 2003 01:37:08 -0600 

From: Ned Ely <adcinfo@ghg.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: A simple filament supply for 1.4 volt tubes 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Howdy group, 

I spied a filament transformer that piqued my interest in the latest 
Antique Electronic Supply catalog. The part # is P-T166M2. It is a 
2.5VCT/3A transformer intended for tubes such as the 45 or 24A and such. 


I bought one and tonight I cobbled up a full-wave bridge rectified DC 
power supply from junk box parts. 


First I used a 4A 200V bridge rectifier across the entire secondary 
(ignoring the center-tap) into a 14,800mFd/50V cap. This combo floated 
to 3.3 volts. I hooked 2 of the little series string TV tuner tubes 
(2HK5) across the output and the output sagged to 1.6 volts. Loaded with 
a 5.5 Ohm resistor (emulating the filament load of a typical 4 tube 
battery set) it sagged to 1.5 Volts. The bridge ran warm to the touch, 
but not hot. 


Next I used the bridge and cap only and ran the voltage thru a 1N4003 
(using the forward voltage drop) only and got 1.3 to 1.4 volts into the 
5.5 Ohm load. Fast acting diodes from switching supplies seem to give 
1.4 to 1.5 Volts into the same load. The bridge stayed cool. 


The output looks like clean DC on the scope. I know that these 
regulation schemes are kind of brutal, but they seem to work O.K. 


I will hook this supply to a set I bought from Borden Radio and report 
back tomorrow. 


Best regards, 
Ned Ely 


From: "Tom Bridgers" <tarheel6@msn.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: What next? / Easy way to vacuum tube audio sound 
Date: Sun, 16 Feb 2003 12:31:40 -0500 

Message-ID: <OE7UAaTzvb5YI9TJsaJ0000394c@hotmail .com> 


And to be sure, don't forget to get the keys to the oar locks. 
-t 


From: "Tom Bridgers" <tarheel6@msn.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Hallicrafters Crystal Filter question 

Date: Sun, 16 Feb 2003 12:54:10 -0500 

Message-ID: <OE380qYObKCkP4eixuk0001bc21@hotmail . com> 


I have a Hallicrafters Crystal Filter that was made by Manson Labs. It is 
part number D-100-019-006. It is about 2"H x 4"W x1 5/8"D and has 2 pin 
connectors and it attaches to the chassis via two screws that are integral 
to the body of the filter. Was wondering if anyone knows which 
Hallicrafters Radio this filter works with ... or knows the spec's of the 
filter? 


Message-Id: <5.1.1.6.0.20030216130200.022e7ecO@ipostoffice.worldnet.att.net> 
Date: Sun, 16 Feb 2003 13:09:55 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: John Dilks - K2TQN <oldradio@worldnet.att.net> 

Subject: Re: What next? Keys to the oar locks = yes. 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 12:31 PM 2/16/03 -0500, Tom Bridgers wrote: 
>And to be sure, don't forget to get the keys to the oar locks. 
>-t 


When I was 16 and an Ocean Lifeguard from 1958 to 1961 in Atlantic City, we 
used to send the ugly girls up the beach to our friends, to ask for the 
"key to the oar locks", or for our "300 feet of shore line". The girls 
would then be redirected further up the beach, over and over until they 
caught on. We were sick, I know, but it was great fun. 


73' from snowy southern New Jersey, 8 inches already and rising, 
John, K2TQN 


Message-ID: <3E4FDC9F.2030406@bw.webex.net> 

Date: Sun, 16 Feb 2003 13:46:55 -0500 

From: Al Klase <skywaves@bw.webex.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Yet Another Mystery Radio 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Please take a look at 

http: //www.webex.net/~skywaves/Mystery/Mystery_Set. html 
and see if you can help ID this set. A schematic would be 
helpful and a picture of the missing dial scale would be 
really great. 


Thanks for any help, 
Al 


Al Klase - N3FRQ 
skywaves@bw.webex.net 
Flemington, NJ 08822 


Web Page: http://www.webex.net/~skywaves/home.htm 


Message-ID: <3E4FE16A.57A3B649@cox.net> 

Date: Sun, 16 Feb 2003 12:07:23 -0700 

From: David Hollander <n7rk@cox.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: Yet Another Mystery Radio 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Hi Al - I would question if it is a morale radio. Looks like one of the 
many battery portables of the early 1940's made by Admiral, Zenith, 
Detrola, Emerson, etc., etc. The case covering was usually the same type 
of material as suitcases of that era (don't know what it is called). 
maybe that covering was trashed and some kid covered it with canvas 
long, long ago. 


Dave N7RK 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKK 


Dave N7RK http: //members.cox.net/n7rk 
Phoenix, Arizona *DXCC Honor Rollx *WAZ#H#23 - 75 Meter SSBx 


ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK, WN6IWX 


Boatanchor Collector Extraordinaire preferring Hallicrafters, National 
and what ever else looks interesting! 


From: "russ dworakowski" <wb3fau@hotmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: What next? / Easy way to vacuum tube audio sound 
Date: Sun, 16 Feb 2003 15:37:29 -0500 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <F29TjvuDocXpGRWVUbLOOO0O0d2bc@hotmail . com> 


OK Jack, but what do you do for heater to cathode leakage? 


>From: "Jack Antonio" <scr-287@sbcglobal.net> 

>Reply-To: scr-287@sbcglobal.net 

>To: Old Tube Radios <boatanchors@theporch. com> 

>Subject: Re: What next? / Easy way to vacuum tube audio sound 
>Date: Fri, 14 Feb 2003 22:21:26 -0800 

> 

>Don't forget to empty the drip pans for the grid leaks. 


VV VV WV 


Donne Original Message ----- 

>From: "Arden Allen" <gumbear@pacbell.net> 

>To: "Old Tube Radios" <boatanchors@theporch.com> 

>Sent: Friday, February 14, 2003 6:53 PM 

>Subject: Re: What next? / Easy way to vacuum tube audio sound 


> 
> 

> > You guys need to grease your relative bearings. 
>> 

> > Arden Allen 

> > KB6NAX 

> > Vallejo, CA 

> > gumbear@pacbell.net 

>> 


STOP MORE SPAM with the new MSN 8 and get 2 months FREEx 
http: //join.msn.com/?page=features/junkmail 


From: "russ dworakowski" <wb3fau@hotmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: What next? / Easy way to vacuum tube audio sound 
Date: Sun, 16 Feb 2003 15:39:36 -0500 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <F69ACfE8B9Dj]CSDAmwt0000e0ab@hotmail . com> 


do any of you guys have a_ muffler bearing for sale? 


>From: jackiv@juno.com 

>Reply-To: jackiv@juno.com 

>To: Old Tube Radios <boatanchors@theporch. com> 

>CC: boatanchors@theporch.com 

>Subject: Re: What next? / Easy way to vacuum tube audio sound 

>Date: Fri, 14 Feb 2003 11:09:40 -0600 

> 

> 

>gary, I have some "antenna wax" right next to ten cans of "dehydrated 
>water" 

>jJack jackiv@juo.com 

> 

>On Fri, 14 Feb 2003 11:37:37 -0500 Gary Woods <gwoods@albany.net> writes: 
On Fri, 14 Feb 2003 11:33:10 -0500, you wrote: 


>Does anybody know where I can buy some "antenna wax" 


I think I've got a can back here somewhere; probably behind the 
bucket of 
prop wash. 


Gary Woods O- K2AHC Public keys at www.albany.net/~gwoods, or get 
@x1D64A93D via keyserver 

gwoods@albany.net gwoods@wrgb.com 

fingerprint = E2 6F 50 93 7B C7 F3 CA 1F 8B 3C CO BO 28 68 OB 


VV VV VV VV VV VV VV VV OV 
VV VV VV VV VV VV VV VV OV 


The new MSN 8: advanced junk mail protection and 2 months FREEx 
http: //join.msn.com/?page=features/junkmail 


Date: Sun, 16 Feb 2003 13:12:53 -0800 

From: Leslie Zwiebel <wb6orz@pacbell.net> 
Subject: Help please-part needed 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <3E4FFED5.CDD5D00B@pacbell.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7bit 


To repair an HRO 500, I am searching for the following, or equivalent 


NTE replacements: 


Texas Instruments TI 3027, or: 
Delco 2N1168 


Description: PNP Germanium power transistor in a TO-3 case. 
Thank you! 
(((((73))))) 


Les 


Date: Sun, 16 Feb 2003 17:12:58 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200302162212.RAA09786@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Hallicrafters Crystal Filter question 


Prolly for that 2-chassis tube-synthesized HF radio that went with 
Titan Silos. Tubes ‘cause EMP repellant. Can point u to a pic to 
the set by mid-week. 


Think Manson Labs only built that & "Village Radios" for DOD & that's too big 
for a hand-held 


I said "think." 


Marty 


Date: Sun, 16 Feb 2003 17:32:28 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200302162232.RAA09817@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Yet Another Mystery Radio 

> suspect re-packaged GI morale radio 


Suspicion confirmed! It's a R-100/URR. Whatta treatment on ur GI 
disguise edition!!! 


Go to 
http://qsl.asti.net/R-100 
for more. 


An ocean sound can be heard from a sea shell. Try putting your ear up 
to unpowered chassis' speaker. 


Andrew Sisters? 


Message-ID: <3E502382.4322EC6D@ghg.net> 

Date: Sun, 16 Feb 2003 17:49:22 -0600 

From: Ned Ely <adcinfo@ghg.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Update Re: A simple filament supply for 1.4 volt tubes 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


The first "regulation" scheme, shunt loading with tube filament load, 
worked the best. Voltage sagged to 1.5 volts and the regennie worked as 
expected AND there was no 60Hz hum. 


The second "regulation" scheme, pass regulation with a diode, failed: 
voltage dropped to 1.1 and the radio didn't like that at all. 


Now I can't remember why I tried this, "D" cells are plentiful and 
cheap. 


Oh, well...... 
Ned Ely wrote: 


Howdy group, 

I spied a filament transformer that piqued my interest in the latest 
Antique Electronic Supply catalog. The part # is P-T166M2. It is a 
2.5VCT/3A transformer intended for tubes such as the 45 or 24A and such. 
I bought one and tonight I cobbled up a full-wave bridge rectified DC 
power supply from junk box parts. 


First I used a 4A 200V bridge rectifier across the entire secondary 
(ignoring the center-tap) into a 14,800mFd/50V cap. This combo floated 
to 3.3 volts. I hooked 2 of the little series string TV tuner tubes 
(2HK5) across the output and the output sagged to 1.6 volts. Loaded with 
a 5.5 Ohm resistor (emulating the filament load of a typical 4 tube 
battery set) it sagged to 1.5 Volts. The bridge ran warm to the touch, 
but not hot. 


Next I used the bridge and cap only and ran the voltage thru a 1N4003 
(using the forward voltage drop) only and got 1.3 to 1.4 volts into the 
5.5 Ohm load. Fast acting diodes from switching supplies seem to give 
1.4 to 1.5 Volts into the same load. The bridge stayed cool. 


VV VV VV VV VV VV VV VV VV VV VV 


The output looks like clean DC on the scope. I know that these 


> regulation schemes are kind of brutal, but they seem to work O.K. 

> 

> I will hook this supply to a set I bought from Borden Radio and report 
> back tomorrow. 

> 

> Best regards, 

> Ned Ely 


Message-ID: <3E50345D.7020101@bw.webex.net> 

Date: Sun, 16 Feb 2003 20:01:17 -0500 

From: Al Klase <skywaves@bw.webex.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 

CC: boatanchors@theporch.com 

Subject: Re: Yet Another Mystery Radio 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


That's it! Thanks Marty! 

Al 

Marty's Refl. Drop wrote: 

> Go to 

> 

> http://qsl.asti.net/R-100 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Sun, 16 Feb 2003 18:45:43 -0600 

Subject: Re: What next? / Easy way to vacuum tube audio sound 
Message-ID: <20030217 .031239.2476.0.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


Yes I have a muffler bearing for sale. It is for a 1933 Henway. 


jack 
On Sun, 16 Feb 2003 15:39:36 -0500 "russ dworakowski" 
<wb3fau@hotmail.com> writes: 


> 
> 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


do any of you guys have a_ muffler bearing for sale? 


>From: jackiv@juno.com 

>Reply-To: jackiv@juno.com 

>To: Old Tube Radios <boatanchors@theporch.com> 

>CC: boatanchors@theporch.com 

>Subject: Re: What next? / Easy way to vacuum tube audio sound 
>Date: Fri, 14 Feb 2003 11:09:40 -0600 

> 

> 

>gary, I have some "antenna wax" right next to ten cans of 
"dehydrated 

>water" 

>jack jackiv@juo.com 

> 

>On Fri, 14 Feb 2003 11:37:37 -0500 Gary Woods <gwoods@albany.net> 
writes: 


> > On Fri, 14 Feb 2003 11:33:10 -0500, you wrote: 

>> 

> > >Does anybody know where I can buy some "antenna wax" 

2 

> > I think I've got a can back here somewhere; probably behind the 
> > bucket of 

> > prop wash. 

>> 

>> 

>> -- 

> > Gary Woods O- K2AHC Public keys at www.albany.net/~gwoods, or 
get 

> > Ox1D64A93D via keyserver 

> > gwoods@albany.net gwoods@wrgb.com 

> > fingerprint = E2 6F 50 93 7B C7 F3 CA 1F 8B 3C CO BO 28 68 OB 
>> 

>> 

>> 


The new MSN 8: advanced junk mail protection and 2 months FREEx 
http: //join.msn.com/?page=features/junkmail 


Message-ID: <0Q00801c2d68e$c3349b20$4444fea9@y2m1k2> 
From: "Chris Bowne" <radiobwn@riconnect.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Fw: What next? / Easy way to vacuum tube audio sound 
Date: Mon, 17 Feb 2003 09:13:33 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


sores Original Message ----- 

From: <jackiv@juno.com> 

To: <radiobwn@riconnect.com> 

Sent: Monday, February 17, 2003 4:54 AM 

Subject: Re: What next? / Easy way to vacuum tube audio sound 


> About 3 or 4 pounds--gotcha! 

> jack 

> On Mon, 17 Feb 2003 03:54:47 -0500 "Chris Bowne" <radiobwn@riconnect.com> 
> writes: 

> > Oh well, someone has to ask - what's a Henway? 

>> 

> > 73, Chris, AJ1G 

>> 

>> ----- Original Message ----- 

> > From: <jackiv@juno.com> 

> > To: Old Tube Radios <boatanchors@theporch.com> 

> > Cc: <boatanchors@theporch.com> 

> > Sent: Sunday, February 16, 2003 7:45 PM 

> > Subject: Re: What next? / Easy way to vacuum tube audio sound 
>> 

>> 

> > > Yes I have a muffler bearing for sale. It is for a 1933 Henway. 
> > > jack 

> > > On Sun, 16 Feb 2003 15:39:36 -0500 "russ dworakowski" 

> > > <wb3fau@hotmail.com> writes: 

> > > > do any of you guys have a muffler bearing for sale? 

> Doren rn een eee nee nee eee ene ee SNLPs soso ses Se Sisto se 
> 


Date: Mon, 17 Feb 2003 10:22:09 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200302171522.KAA10766@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: R-100 URL - Holy Cow! 


234 of you (& milsurplus) have gone there since late yesterday's 
answer to Al Klase. 


Signed 
always hoping for new R-100 new stuff 


Marty 


Message-ID: <7A8D78FC6051D41185EC00902788645801E9AA6B@CSMO03> 
From: James Reid <jreid@ci.santa-maria.ca.us> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Manual copies needed 
Date: Mon, 17 Feb 2003 15:15:23 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Greetings all, 

Picked up a few pieces of test equipment recently and am now looking for 
manuals to get this stuff operational. If you can help, that'd be great. 
As usual, any costs cheerfully reimbursed. 


RCA WR-39C Television Calibrator 

RCA WR-59C Television Sweep Generator 

RCA WR-99A Marker Generator(All of these are for the '51 RCA set) 
Clough-Brengle Wobulator - The model number escapes me for now(OP 
something), but there's a picture of it here: 

www. radioblvd.com/hampix/wobulator. jpg 


-Jim W6JCR 
Information Services - Public Works Dept. 
City of Santa Maria 


End o£ BOATANCHORS Digest 3450 
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